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Is it possible to use natural light and flash at the same time?
Is it possible to synchronize much faster shutterspeed?

The B360 TTL will meet all those things.
It can perfectly work on Canon, Nikon, Fujifilm, Sony cameras
at up to 1/8000 sec.



* Body Size : 108 x 200 x 80 (mm)

* Body Weight : 1kgs (including flash tube)

* Battery : Lithium lon (14.4V / 2,500mAh)

* Battery Charging Time : 1 hr 40 min

- Battery Charger: DC 16.8V 2.0A

- Battery Status Indicator : LCD (0~100%)

- Battery Weight : 0.25kgs

* Maximum Watt ; 360W

* Channel : 80 (2.4GHz)

* Group: A, B,C,D/4groups

* Guide No.: 72 (m/ISO 100)

* Color Temperature : 5,600 + 200K

* Recycle Time : 0.05 ~ 2 sec

* Compatible Cameras : Canon/ Nikon / Fujifilm / Sony
* Number of Flashes at Full Power : 300 times (with one battery)
* Flash Duration : 1/200 ~ 1/10,000 sec

* Exposure Compensation Step at TTL mode : -3.0 ~ 3.0 £ 0.3

* Flash output control at M mode : 1/1 ~ 1/128 + 0.3

* Flash Mode : TTL/ M/ M+HSS / TTL+HSS / RPT(Multi) Canon /

* RPT(Multi Flash) : Up to 99 times, 99Hz

* Modeling : LED 7W (Light intensity / Full LED / AF focus ON / OFF) Fu D ifi I m /
* Sync Speed: 1/8000 sec l

* Optic Slave Flash: S1 (Mono-Light sync)/ S2 (TTL-Light sync)

- Slave Unit Compatible : B-Control, FlashWave-4, FlashWave-4 TTL, FlashWave-3

* Firing Count Memory : Up to 199,999 times

* Sound : ON / OFF Button

* Over-temp. indicator : Red temp. icon + Warning alarm

HSS Light Sensor
RPT-Hz @ ‘
RPT-Times @

Mode Button
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B360 TTL Wireless Control

B -Control

gz-@jgﬂ | (Canon/ / Fuijifilm / )
%51/ ,EE"-'-:" Mode M /TTL/RPT Model B-Control
Frequency 2.4GHz Channel 80
Battery AAA 1.5V x 2ea Group A B,CD
Size 54 x 78.5 x 41 (mm) Operating Range Up to 70 meters
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The portability and High Sync Speed is very important for outdoor shooting.

Very compact size with 1kgs weight
Minor but Powerful 360Watt
HSS up to 1/8000sec
Auto flash output calculation based on various aperture
Up to 300 times full power shooting with one battery
The Built-In TTL Receiver

All the things will provide a freedom of Light.

MSUNG SDI Lithium-lon powerful battery.

B360 uses Original SAMSUNG SD

This 14.4V, 2500mA Lithium-lon battery fully charges 1 hr 40 min.
Itis able to fire full power up to 300 times with one battery.

Also it is able to check the remaining battery status easily by pressing the “Battery Check” button.
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‘ BR-40 BR-Hotspot BR-120 BR-170 BR-300 S BR-300 W
Portable " P
- Snoot - Diameter: 300mm - Standard Reflector - Tele Reflector - Beauty Dish - Beauty Dish
Shoulder Strap Umbrella Holder - Diameter : 40mm - Light Amplifying - Inside Color: Silver - Inside Color : Silver - Inside Color : Silver - Inside Color : White
- Diameter: 120mm - Diameter : 170mm - Diameter : 300mm - Diameter : 300mm

SPEEDRON-at0 SPEEDBOX-A100 |

SPEEDBON-85

SPEEDBOX-70

SPEEDBOX70 SPEEDBOX85 SPEEDBOX-A90 SPEEDBOX-A100 SPEEDBOX-A110

Honeycomb
Honeycomb Honeycomb Honeycomb + ColorFilter

120mm 170mm 300mm 116mm
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Zoom Bounce System for B360
You can make preferable brightness
and angle by adjusting the pole’s length.

This Zoom Bounce with artistic design
will be special attractiveness for B360.
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We design and build the best quality light B500. f
The ultimate outdoor flash is very powerful and portable. P f
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The B500 TTL will meet all those things.

It can perfectly work on Canon, Nikon, Fujifilm, Sony cameras
at up to 1/8000 sec.

TTL




SMDV Professional TTL Light SMDV
Capture Dynamic Motion
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CHANNEL  SLAVE  GROUP  SOUND  MODELING TEST
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The SMDV B500 offers automatic TTL shooting
& HSS that enables you to control and shape light freely.
Intuitive user interface on back of flash for quick
adjustments.




B200 it

* Body Size : 130 x 300 x135 (mm)

* Body Weight: 2.2kgs

* Battery : Lithium lon (10.8V / 5,000mAh)

- Battery Weight : 0.4kgs

* Maximum Watt : 500W

* Channel : 80 (2.4GHz)

* Group:A,B,C,D/4 groups

* Color Temperature : 5,600 + 200K

* Recycle Time: 0.05 ~ 2.2 sec

* Compatible Cameras : Canon/ Nikon / Fujifilm/ Sony

* Number of Flashes at Full Power : 300 times (with one battery)

* Flash Duration : 1/200 ~ 1/10,000 sec

* Exposure Compensation Step at TTL mode : - 0.3 ~ +3.0

* Flash output control at M mode : 1/1 ~ 1/256 + 0.3

* Flash Mode : TTL/ M/ HSS / RPT(Multi)

* RPT(Multi Flash) : Up to 99 times, 99Hz

* Modeling : LED 17W

- Sync Speed : 1/8000 sec

* Optic Slave Flash: S1(Mono-Light sync)/ S2 (TTL-Light sync)

- Slave Unit Compatible : B-Control, FlashWave-4,
FlashWave-4 TTL, Flash\Wave-3

- Over-temp. indicator : Red temp. icon + Warning alarm

* Mount Adapter : Bowens Type
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Lightsx for all photo
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500W Portable Strobo



A 5 O O AC Type / Bowens Mount

Best Studio Light
with Wireless Control

For A500 \ / A) e | OFF
Transmitter
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BR-80 (only B500) Standard Reflector Medium Reflector

Snoot Diameter : 165mm Diameter : 210mm

Beam Reflector Back Reflector Snoot Reflector

Diameter : 330mm Diameter : 240mm Diameter : 5mm

Barndoor Reflector

Standard Diameter: 160mm
Medium Diameter : 210mm

Narrow Reflector

Diameter : 285mm

Beautydish Reflector

Diameter : 430mm

Barndoor Colorfilter

Red, Orange, Yellow,
Pink, Green, Blue, Purple

SMDV



FLIPD

SPEEDBOX

SPEEDBOX-FLIP

For Speedlite / A1 Light / V1 Light
Diameter : 20inch (50cm) / 24inch (60cm)




SPEEDBOX-FULIP

l SQCOHd mir&pter S adapter V1 adapter
Just need
one word to explain

Red Orange A SandyBrown A Yellow

Blue Purple

Diffuser Gel Frame

Exclusive Bag

SMDV

www.smdv.cokr
Made In Korea.
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Zoom Focusing System

Broncolor

Elinchrom

Einstein
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SPEEDBOX-415  SPEEDBOX-518

SPEEDBOX-312



SMDV’
SPEEDBOX 90-120

SMDV*

SPEEDBOX 100-145

SMDV*

SPEEDBOX 100-145
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SPEEDBOX 75-100  SPEEDBOX 90-120

SPEEDBOX 60-90

SPEEDBOX 100-145



Aluminum Speedring For STROBE
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SPEEDBOX-A80 SPEEDBOX-A90 SPEEDBOX-A100 SPEEDBOX-A110
- Size :80x 84 x 40 (cm) - Size:90x 94 x 42 (cm) - Size : 100 x 104 x 45 (cm) - Size : 110 x 114 x 47.5 (cm)
- Weight : 1.3 kg - Weight: 1.4 kg - Weight: 1.5 kg - Weight : 1.6 kg

SMDV 100cm DODECAGON s¢ 50X

SPEEDB( X-A100

Elinchrom Multibliz-76 Broncolor-71.5 | | Broncolor-80.5 | | Richter Hensel Einstein Bowens Profoto
Mount Mount Mount Mount Mount Mount Mount Mount

Setting up One touch folding Folded




Quick & Easy Setup For SPEEDLIGHT

SPEEDLIGHT TRIGGER
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2.4GHz

SPEEDBOX-50 SPEEDBOX-60

- Size : 54 x45x 25 (cm) - Size: 60 x 52 x 34 (cm)
- Weight : 0.61 kg - Weight: 0.7 kg

SPEEDBOX-70

- Size : 70 x 68 x 38 (cm)
- Weight : 0.8 kg

SPEEDBOX
Transmitter / Receiver

Ly-X08033dS
ge-X08031dS

T — \
SPEEDBOX-g5 ‘z
1

SPEEDBOX-47 SPEEDBOX-55

- Size: h3 x 53 x 32 (cm)
- Weight : 0.58 kg

SPEEDBOX-85
Setting up

- Size :85x90 x40 (cm)
- Weight : 0.85 kg

Folded mini sync-tx ~ F3 RX-2 :\S/\'/Zeeié#tzz’ég;’l((g3 (cm)

SMDV



(Bracket Type)

SPEEDBOX-70s

Shape : Dodecagon type
Diameter : 70cm
Including flash bracket

SMDV 70cm DODECAGON SOFTBOX

SPEEDBOX-70s .
/ W Speedbox for Speedlight
SMDV )1 | Easy spreading and folding system.

il B \ ﬂ N Exclusive flash bracket is attached to the back side, and it makes soft light on location very easily.




FlashWave-4 TTL

for Canon

- Channels : 80 (2.4GHz)

- Sync Speed : 1/8000 sec

- Operating Range : 70m

- Max. Range : 250m

- Ability to function as a camera
shutter release (cable option)

FlashWave-4

Wireless flash trigger
for long distance

- Channels : 80 (2.4GHz)
- Max. Range : 400m

TT-Control for Canon

- Channels: 80 (2.4GHz)

- Sync Speed : 1/8000 sec
- Operating Range : 30m
- Max. Range : 70m

- Exclusive flash trigger

for Canon speedlight

[‘mini-sync |
o3
wowe  §

¢

TT-Control for Nikon

- Channels : 80 (2.4GHz)

- Sync Speed : 1/8000 sec
- Operating Range : 30m

- Max. Range : 70m

- Exclusive flash trigger

for Nikon speedlight

FlashWave-lll

- Channels : 16 (2.4GHz)

- Sync Speed : 1/200 sec

- Operating Range : 80m

*Max. Range : 180m

- Ability to function as a camera
shutter release (cable option)

FlashQuick-II

- Channels : 16 (2.4GHz)

- Sync Speed : 1/200 sec

- Operating Range : 80m

- Max. Range : 180m

- Ability to function as a camera

shutter release (cable option)

mini-sync

- Channels: 16 (2.4GHz)

- Sync Speed : 1/200 sec

- Operating Range : 50m

*Max. Range : 100m

* Ability to function as a camera

shutter release (cable option)

A-Control
A500-TX

- Channels : 16 (2.4GHz)
- Sync Speed : 1/200 sec
- Operating Range : 30m
- Max. Range : 100m

FlashQuick-Il AC

- Channels : 16 (2.4GHz)
- Sync Speed : 1/200 sec
- Operating Range : 35m
- Max. Range : 70m

- Power : 100 ~ 230V

B-Control
B360-TX

- Channels : 80 (2.4GHz)

- Sync Speed : 1/8000 sec
- Operating Range : 30m
- Max. Range : 70m

FlashWave-Ill AC

- Channels : 16 (2.4GHz)
- Sync Speed : 1/200 sec
- Operating Range : 50m
- Max. Range : 100m

- Power: 100 ~ 230V

B-Conlrpl TIL ‘

B-Control
B500-TX

- Channels : 80 (2.4GHz)

- Sync Speed : 1/8000 sec
- Operating Range : 30m
- Max. Range : 70m

FW-2

- Channels: 8 (2.4GHz)

- Sync Speed : 1/180 sec
- Operating Range : 30m
- Max. Range : 50m

- Power : 100 ~ 230V

FREE=7s @

FREE-7s
FLASH ON/OFF CONTROL

Channels: 16 (2.4GHz)
- Sync Speed : 1/200 sec
- Operating Range : 50m
- Max. Range : 100m
- Power : 100 ~ 230V
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Screen
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FREE-7 ROLL SCREEN CONTROL

- Channels : 16 (2.4GHz)
- Operating Range : 50m

- Q'ty of moving motors : 6ea

- Power : 100V / 220V




RENAQ

O for DSLR Nikon

Compatible Camera List

for Nikon

D5, D4, D4s, D3, D3s, D3x, D2, D2x, D2xs, D2Hs,
D2H, D1, D1H, D810, D800, D8OOE, D700, D500,
D300s, D300, D200, D100, F6, F5, F100, F90, F90x

PPN Professional Wireless Shutter Release

Model RFN-4s

Frequency 2.4GHz

Channels 16

Operating Range  50m

Max. Range 100m

Battery TX:AAA 15V x lea

RX: Powered by camera’s battery

* LED indicator for shutter operating even from far away.
* Subminiature release, attachable to Nikon camera body.
* Auto-focus, shutter, bulb functions available wirelessly.

= Wireless
@ Shutter Release

Frequency 2.4GHz

Channels 16

Operating Range  50m RF-902 RF-903 RF-904
Max. Range 80m Olympus Nikon/Fuji/Kodak Nikon

RF-905 RF-906 RF-907

Canon/Fuji/Samsung Panasonic/Leica Sony/Minolta

Samsung



Camera

Remote
Release

SM Release Series

SM-705

Canon/Fuji/Samsung

SM-709

Samsung

SM-702

SM-706

SM-703

SM-707

&

Hot Shoe to PC Adapter Hot Shoe to PC Adapter Hot Shoe to Hoe Shoe Adapter Hot Shoe to Hoe Shoe Adapter

m SM-512 (Sony) TTL-615C (Canon) TTL-615N (Nikon)

High Volt Safe Hot Shoe Adapter  High Volt Safe Hot Shoe Adapter TTL Hot Shoe Adapter TTL Hot Shoe Adapter

PIECE

1.3X Magnifying Viewfinder

The 3 layers of high refraction lenses incerase your view finder .35x magnification.
This 1.35x magnifying viewfinder is designed for verfying the focus and composition
of photos easily. Itis especially recommeded for on-site shooting and very convenient
to provide clear image by preventing peripheral light.

Before mounting After mounting (MF 1.3/ 0 diopter)




sy _|___Timer Remote Controller
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DELAY [ R R X ] a @
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LONG LILt- LS LI Remainder

JEof ik ¢ Model Timer Remote Controller 1-803 T-804 1-805
Battery AAA 15 x 2ea Nikon/Fuji/Kodak Nikon Canon/Fuji/Samsung
Number of Shots  1~999 (o) unlimited
Size 55.3x 116.5x 14.5 (mm)

* Available as wired shutter release
* LCD Display

Timer Remote Controller * Ea Sy S ettl n g
SMDbvVv

T-806 T-807

Panasonic/Leica Sony/Minolta

T-809

Samsung
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Remainder

3/BISUL | NO &: jqum nay ne agjal Is

INTERVAL

LCD Display Battery AAA x 2ea T-810

Olympus
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